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Name ELEGANTE CHIAROSCURO MARMORINO FLOTTATO
Description Slaked lime finish with marble effect.
Main Features - Antimould
- Transpiring

- Disinfectant

Baldini Tecnicolor It is possible to colour Marmorino Flottato with Ossidi colouring pastes and with
Baldini Tecnicolor Ossidi Tinting System or Edilizia Universal colouring pastes and
Baldini Tecnicolor Edilizia

Classification (UNI 8681) E.2/4.C.0.A.2.8A
Basecoat and finish putty in water dispersion, monocomponent, phisically drying,
matt, lime based.

Application Cycle Beeing a mineral product, it is particularly suitable for restoring old buildings .

Marmofloat should be applied on transpiring surfaces and finalized with rag,
composed exclusively with natural white hydraulic lime, having high vapour
permeability values, long grip and hardening, and unimportant water-soluble salts.
Do not apply on walls already painted with filming products (like plaster, emulsion
paints, etc).
APPLICATION : After proper seasoning of the surface, wet it suitably with
water.Mix well the product with a trowel and apply Marmofloat with a stainless steel
rag. For better results apply a second coat after 24 hours. In case of different
patches, apply two coats of Marmofloat to avoid different absorption. If a plain and
translucent finish is desired, the final coat must be levelled and compressed with
the spatula corner inclined of 45°. A perfect application means a dry film thickness
of 0,8 mm with a medium consumption of 1,3-1,6 kg/sqmt.

Pratical advices Tipical product colour may vary from each lot according to the different colours of
marble powder into composition.
Keep away from frost; after use close the tin tightly. At the moment of application
the surface should be wet. Do not apply on surfaces with reclimbing moisturer. Do
not apply on surfaces exposed to sun or wind or when temperature is very hot.
Pale shades (more or less lighter) are to be considered as aestethic features.
On old plasters apply up to five highly diluted coats.
Due to its natural composition, the final shade will depend on ambient temperature
and plaster absorption. New plasters should be well-blended as regards
seasoning, new patches should be perfectly matured. Beeing a natural product,
the mas may contain not well cooked or hidrated frames.
Wash tools with water immediately after the work is finished.
Ambient and surface conditions:
ambient temperature min. 10°C / max 35°C;
ambient relative humidity: < 75%;
surface temperature : min 10°C / max 35°

Safety data e Keep the tin tightly closed, upside down and protected from frost.
e The product is highly alcalyn. Protect eyes during usage and in case of contact

wash well with water and contact a doctor.
¢ No labelling required
e User information is contained in the relevant safety sheet.
e Empty containers and containers with traces of dried product film must be
disposed of according to local regulations.

Tender Item Application of Marmorino Flottato with an average consumption of |
per sq. m, to be applied in two coats at a cost of Eur. per sq. m,
including materials and labour and excluding scaffoldings and surface dressing.
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Specifications and other Method Main Data at 20°C and
technical information 60% Relative Humidity
Coat finish and aspect _

Density BVL 007 1,350 + 1,550

g\ml (UNI 8910)

Viscosity Paste

Calculated spreading rate per coat (0,8 BVL 059 1,3-1,6 Kg/mZ

mm advised film thickness )

Recommended dry film thickness BVL 066 abt. 800 micron
Per coat

Flash point BVL 046 Not flammable

°C (UNI 8909)

Shelf life BVL 064 At least 36 months
(ina dry and cool place) (UNI 10154)

Vapour permeability WWD BVL 099 350 g/mq in24 h
(1,0 mm thickness for dried product) (DIN 52615)

Dry tack free BVL 066 24 h

h

Dry to recoat BVL 048 After 12 + 24 hrs
H

Exteriors \ Interiors Yes\Yes

Colors Off-white

Binder Lime

Tool Cleaner water

Thinner

Application by spatula

Ready to use

This information is based on our best technical and practical knowledge. However, since the actual conditions in which the
products are used beyond our direct control, we provide no guarantee as to effectiveness of the advice and suggestions
contained herein. If in doubt, it is advisable to conduct preliminary tests and/or call our technical service.

Atova International
2452 N. Harlem Ave.

Elmwood Park, IL 60707
Phone:1-866-452-9982
Fax:1-708-452-8331
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